14"-24" POST INDICATOR VALVES FOR USE WITH
F0601-IP GEAR DRIVEN VERTICAL INDICATOR POST
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Size L H D d h No. Description Material Specifications
14" 15" |1 30.83" ) 12" | 1.496"|2.205" ] Body Ductile Iron, ASTM A536 65-45-12
16" 16" 133.39" ) 12" |1.496" | 2.205" 2 Vedge Ductile Iron, EPDM Encapsulated
18" 17" 1 41.34") 12" 11.890" | 1.890" 3 Vedge Nut Bronze, ASTM C95200
20" 18" | 44.09" | 12" |[1.970"1.970" 4 Stem Stainless Steel, AIST 431
24" 20" 1 50.79" ) 12" | 2.283"|2.283" ) Gasket EPDM
0 Bolts Carbon Steel, ASTM A307B
Notes: ] Nuts Carbon Steel, ASTM A307B
Pressure rating 250PSI for valves § Washers Carbon Steel, Zinc Plated
14°-18", 200PSI for valves 20"-24". 9 Bonnet Ductile Tron, ASTM A536 65-45-12
UL Listed / FM Approved - 14"- 24" 0 0-Ring EPDM
11 Thrust Collar Bronze, ASTM C95200
12 0-Ring EPDM
U 13 Post Flange Ductile Iron, ASTM A536 65-45-12
® I- 14 0-Ring EPDM
APPROVED Cortiod 0 15 Dustproof Ring NBR
LISTED I¢ Bolts Carbon Steel, ASTH A307B
17 Eyebolts Carbon Steel, ASTM A307B
18 Washers Carbon Steel, Zinc Plated

NRS GATE VALVES 14"-24", BARE SHAFT F1211-200&250-IP-02
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