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. 1 Bolt *Dia
SIZE L D2 D1 D3 G H D0 | Gice SO?; Hole
S () 3" 9.5 76 49 4.1 059 | 110 | 100 6.2 4*0.75
-_ @0 4" 10.0 9.1 6.0 49 0.60 11.8 10.0 75 4*0.88
8 6" 115 11.1 8.1 7.1 063 | 164 | 120 9.5 6*0.88

\ 8" 12.5 13.3 10.3 9.2 0.66 20.7 14.0 11.8 8*0.88
6

10" 14.8 15.6 12.3 11.2 0.70 24.5 16.0 14.0 8*0.88
12" 15.0 17.9 14.4 133 0.73 28.0 16.0 16.3 8*0.88

Item Description Material ASTM Spec.
\ 1 Body Ductile Iron A536 65-45-12
7 2 Disc Ductile Iron EPDM Encapsulated A536 65-45-12
3 Stem Nut Bronze ASTM C95200
4 Stem Stainless Steel AISI AlISI 304
\ 5 Gasket Rubber EPDM
6 Bolt Stainless Steel A2-70
5 7 Bonnet Ductile Iron A536 65-45-12
8 O-Ring Rubber NBR
9 Thrust Collar Bronze ASTM C95200
10 0O-Ring Rubber NBR
11 Gland Ductile Iron A536 65-45-12
12 O-Ring Rubber NBR
13 Dust Ring Rubber NBR
14 Operating Nut(Optional) Ductile Iron A536 65-45-12
15 Bolts Stainless Steel A2-70
16 Washer Stainless Steel SS304
17 Handwheel(Optional) Ductile Iron A536 65-45-12
18 Bolts Stainless Steel A2-70
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