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LISTED APPROVED
Adjustable Vertical Indicator Post FIG. F0O800-IP
Specifications Schematic
* Meet or Exceed the Requirements of NFPA 24 Standard.
¢ Indicates the State of the Valve OPEN or SHUT Position.
e Target Nutto allow 13 to 45 Turns.
e “L” Shaped Wrench Handle fitted with a Secure Padlock
(provided by user).
* Protected Windows.
e Telescoping Operating Rod.
* Easily Adjustable Indicator OPEN and SHUT Targets. 2l
e UL/ULC 789 Listed and FM1110 Approved. ©
e GOST Certification. s ]
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Corrosion Protection !
Groynd Line J
e Spray Painted Interior and Exterior meet or exceed all applic- By
able of AWWA C550 Standard. N q
® Stand Barrel: Black Bitumen Coated. “g’u = |
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Options g o
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® Fusion Bonded Coating Interior and Exterior. a
e Tapped Supervisory Tamper Switch. -
e Stainless Steel Fasteners: A2-70 or A4-70. cg
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Material Specifications 3
5°) =
Part Material ASTM Specification E |
e}
Post Head Gray CastIron | A126 Class B &
Operating Wrench | Ductile Iron A536 Grade 65-45-12
Retaining Ring Stainless Steel | A276 Type 304 305 (12")
Weather Cap Polyethylene Commercial a
Threaded Sleeve | Stainless Steel | A276 Type 304 .
Pipe Plug Malleable Iron | A47 Grade 22010
Target Plate Aluminum Alloy | ASTM B26
Screw Carbon Steel A105
Target Plate Aluminum Alloy | ASTM B26 ‘j j‘
Windows Plexiglass Commercial - -
Gasket Rubber D2000 NBR
Upper Barrel Carbon Steel A53 Type S Grade B FIG. F0800-IP (Size 4" to 14")
Lower Barrel Carbon Steel A53 Type S Grade B
Upper Rod Carbon Steel A53 Type S Grade B
Lower Rod Carbon Steel | A53 Type S Grade B Dimension Data for WEFLO Adjustable
Base Flange Castlron A126 Class B Vertical Indicator Post (mm/inch)
Locking Bolts Carbon Steel A307 Grade B -
Locking Nuts Carbon Steel | A105 Size 4 6 8 10 | 12 | 14
Cotter Pin Stainless Steel | A276 Type 304 TurnstoOpen| 13 20 26 33 39 45
HO 252/9.92 |355/13.97|444/17.48|535/21.06|617/24.29| 727/28.62

Crane Coupling

Carbon Steel

A53 Type S Grade B

Filed Adjustment

*Remove the post head to adjust OPEN and SHUT signs as re-

quired.

¢ Adjust telescoping rod and pipe to desired length.
e Re-attach the post to the post flange on the valve.

Notes

® 4" to 12" valves are UL listed.
® Designs, materials and specifications shown are subject to change without notice due to the continuous development of our products.

L=Adjustable

Bury Depth Range

L| A B c D | E F G
Min |459/18.25| 915/36 | 1448/57 | 1981/78 ‘ 2515/99 (3048/120(3772/148.5
Max |1003/39.5/1537/60.52070/81.5 2604/102.5‘3173/123.5 3670/144.5|14267/168

WEFLO

® Americas:

Asia, Pacific:

WEFLO VALVE LLC(USA) Web: www. weflo. com
Europe, Middle East, Africa: WEFLO VALVE Ltd (EU)
WEFLO VALVE Ltd (China) Web: www. weflovalve. com E-mail: info@weflovalve. com Tel:+ 86 532-87905016

E-mail: info@weflo. com
Web: www. weflovalve. com E-mail: info@weflovalve. com Tel:+352 621 353 588

Tel:+

1 -904-910-3902



